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§ 75.46 Missing data substitution cri-
teria.

The owner or operator shall dem-
onstrate that all missing data can be
accounted for in a manner consistent
with the applicable missing data proce-
dures in subpart D of this part.

§ 75.47 Criteria for a class of affected
units.

(a) The owner or operator of an af-
fected unit may represent a class of af-
fected units for the purpose of applying
to the Administrator for a class-ap-
proved alternative monitoring system.

(b) The owner or operator of an af-
fected unit representing a class of af-
fected units shall provide the following
information:

(1) A description of the affected unit
and how it appropriately represents the
class of affected units;

(2) A description of the class of af-
fected units, including data describing
all the affected units which will com-
prise the class; and

(3) A demonstration that the mag-
nitude of emissions of all units which
will comprise the class of affected
units are de minimis.

(c) If the Administrator determines
that the emissions from all affected
units which will comprise the class of
units are de minimis, then the Adminis-
trator shall publish notice in the FED-
ERAL REGISTER, providing a 30-day pe-
riod for public comment, prior to
granting a class-approved alternative
monitoring system.

[60 FR 40297, Aug. 8, 1995]

§ 75.48 Petition for an alternative mon-
itoring system.

(a) The designated representative
shall submit the following information
in the application for certification or
recertification of an alternative moni-
toring system.

(1) Source identification information.
(2) A description of the alternative

monitoring system.
(3) Data, calculations, and results of

the statistical tests, specified in
§ 75.41(c) of this part, including:

(i) Date and hour.
(ii) Hourly test data for the alter-

native monitoring system at each re-
quired operating level and fuel type.

The fuel type, operating level and gross
unit load shall be recorded.

(iii) Hourly test data for the contin-
uous emissions monitoring system at
each required operating level and fuel
type. The fuel type, operating level and
gross unit load shall be recorded.

(iv) Arithmetic mean of the alter-
native monitoring system measure-
ment values, as specified in Equation
25 in § 75.41(c) of this part, of the con-
tinuous emission monitoring system
values, as specified in Equation 26 in
§ 75.41(c) of this part, and of their dif-
ferences.

(v) Standard deviation of the dif-
ference, as specified in equation A–8 in
appendix A of this part.

(vi) Confidence coefficient, as speci-
fied in equation A–9 in appendix A of
this part.

(vii) The bias test results as specified
in § 7.6.4 in appendix A of this part.

(viii) Variance of the measured val-
ues for the alternative monitoring sys-
tem and of the measured values for the
continuous emission monitoring sys-
tem, as specified in Equation 23 in
§ 75.41(c) of this part.

(ix) F-statistic, as specified in Equa-
tion 24 in § 75.41(c) of this part.

(x) Critical value of F at the 95-per-
cent confidence level with n–1 degrees
of freedom.

(xi) Coefficient of correlation, r, as
specified in Equation 27 in § 75.41(c) of
this part.

(4) Data plots, specified in
§§ 75.41(a)(9) and 75.41(c)(2)(i) of this
part.

(5) Results of monitor reliability
analysis.

(6) Results of monitor accessibility
analysis.

(7) Results of monitor timeliness
analysis.

(8) A detailed description of the proc-
ess used to collect data, including loca-
tion and method of ensuring an accu-
rate assessment of operating hourly
conditions on a real-time basis.

(9) A detailed description of the oper-
ation, maintenance, and quality assur-
ance procedures for the alternative
monitoring system as required in ap-
pendix B of this part.

(10) A description of methods used to
calculate heat input or diluent gas con-
centration, if applicable.
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